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This bulletin is supplied as technical information only and is not an authorization for repair. No part of this publication may be reproduced, stored in a retreival system,
or transmitted, in any form or by any means, electronic, mechanical, photocopying, or otherwise, without written permission of DaimlerChrysler Corporation.

SUBJECT:

Owner Manual Addendum - Engine QOil Viscosity - Export Models Only
MODELS:

2005 (LX) Chrysler 300/Magnum

2005 (PL) Neon

DISCUSSION:

An Owner's Manual Addendum for Engine Oil Viscosity is available for 2005 LX and PL
vehicles. This addendum can be found and printed from the ITIL/ISIS DVD dated
September, 2004 or later. Locate the SB by document number 126-817-04.

All unsold vehicles in dealer/distributor inventory should have the addendum placed in the
Owner's Manual.

POLICY:
Information Only.
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OWNER’'S MANUAL ADDENDUM

THIS ADDENDUM UPDATES INFORMATION ABOUT ENGINE OIL VISCOSITY IN SECTION 7 OF YOUR

OWNER’'S MANUAL.

Engine Oil Viscosity (SAE Grade) — 2.0L, 2.7L, and
5.7L Engines

The recommended engine oil viscosity for vehicles
equipped with 2.0L, 2.7L, and 5.7L engines is SAE 5W-30
ACEA Al/B1, A2/B2, A3/B3.
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